PE FITTINGS

POLYETHYLENE
Displays GOOD

RESISTANCE MATERIAL
AND

WITHIN A TEMPERATURE

RANGE OF.

40° C and + 80°C.
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PE 100 FITTINGS

SDR11-PN 16

d2 !
DIAMETER
63 78 102 - 88 14 120 3.8

0329LFTVO200HP

0329LFTVO250HP 75 92 122 = 97 16 130 4.5
0329LFTVO300HP 90 108 139 - 106 17 140 54
0329LFTVO400HP 110 125 158 = 13 17 155 6.5
0329LFTVO450HP 125 135 158 - 120 20 160 7.4
0329LFTVO500HP 140 155 188 = 128 18 188 8.3
0329LFTVO60O0HP 160 175 212 154 147 18 185 9.5
0329LFTVO700HP 180 188 212 164 m 20 153 10.7
0329LFTVO800HP 200 230 268 208 125 24 188 1.9
0329LFTVO900OHP 225 238 268 208 156 24 205 13.4
0329LFTVIOOOHP 250 288 320 260 133 25 186 14.8
0329LFTV1IO0HP 280 288 320 260 148 25 213 16.6
0329LFTVI1200HP 315 338 375 305 166 25 223 18.7
0329LFTV1400HP 355 376 435 350 174 30 227 21.1
0329LFTV1600HP 400 430 485 396 185 33 242 23.7
0329LFTV1800HP 450 465 545 442 195 45 35 26.7

01

Note: Physical dimensions and tolerances meet the requirements of ASTM F1970,ASTM D2467, EN 12201, ISO 4427 & DIN 8074, Which ever applicable. For installation
instructions & chemical ressistance information, refer engineering section. Dimensions are subject to change without notice. All dimension are in millimeters.
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