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NEW GENERATION FITTINGS

THE LATEST
GENERATION

FOR
CONVEYING FLUIDS
UNDER PRESSURE WITH

A HOT WELD
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DIAMETER
20 27 45 7 30 50 15

0327NSTBOO50HP

0327NSTBOO75HP 25 33 58 9 26 50 30
0327NSTBO100OHP 32 40 68 10 25 50 45
0327NSTBO125HP 40 50 78 1 24 50 66
0327NSTBO150HP 50 61 88 12 21 50 87
0327NSTBO200HP 63 75 102 14 16 50 129
0327NSTBO250HP 75 89 122 16 14 50 200
0327NSTBO300OHP 90 105 138 17 33 80 322
0327NSTBO400HP 110 125 158 18 27 80 430
0327NSTBO450HP 125 132 158 25 ¥5 80 490
0327NSTBO500HP 140 155 188 25 27 80 715
0327NSTBO600OHP 160 175 212 25 27 80 915
0327NSTBO700HP 180 182 212 30 50 80 890
0327NSTBO8S8OOHP 200 232 268 32 28 100 1900
0327NSTBO90OHP 225 235 268 32 38 100 1780
0327NSTBTOOOHP 250 285 320 35 25 100 2865
0327NSTB1100HP 280 291 320 35 35 100 2600
0327NSTB1200HP 315 339 370 35 25 100 3500
0327NSTB1400HP 355 373 430 40 90 180 7730
0327NSTB1600OHP 400 427 482 46 95 [S5 10485
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Note: Physical dimensions and tolerances meet the requirements of ASTM F1970,ASTM D2467, EN 12201, ISO 4427 & DIN 8074, Which ever applicable. For installation
instructions & chemical ressistance information, refer engineering section. Dimensions are subject to change without notice. All dimension are in millimeters.
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