
The PP-H is the latest generation 
Polypropylene,Homopolymer 
consists of a comprehensive range 
of pipes, fittings and valves for use in 
the construction process and service lines 
for conveying pressurized industrial fluids 
and for maximum operating 
temperatures up to 100° C.

The latst generation of polyproplyene, Homopolymer 
for conveying fluids under pressure with a hot weld 
connection system.
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PP-H
NEW GENERATION FITTINGS

THE LATEST
GENERATION  
POLYPROPLYENE, 
HOMOPOLYMER FOR 
CONVEYING FLUIDS 
UNDER PRESSURE WITH 

A HOT WELD 
CONNECTION SYSTEM.



Note:  Physical dimensions and tolerances meet the requirements of ASTM F1970,ASTM D2467, EN 12201, ISO 4427 & DIN 8074, Which ever applicable. For installation
  instructions & chemical ressistance information, refer engineering section. Dimensions are subject to change without notice. All dimension are in millimeters.

PP-H FITTINGS

PART #

0527PBV2EI0050HP

0527PBV2EI0075HP

0527PBV2EI0100HP

0527PBV2EI0125HP

0527PBV2EI0150HP

0527PBV2EI0200HP

DIAMETER
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H
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17.00

19.50

23.00

27.00

32.00

38.50

PP-H

PLASTIC PNEUMATIC
DOUBLE UNION BALL VALVE
BUTT FUSION
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